WaterAlarm Plus Model WA-5000

Thank you for purchasing the WaterAlarm Plus. We are confident this product
will provide you with the peace of mind and protection you expect. If you
should ever have any questions or concerns about this product, feel freeto
contact us. Our phone number, web sites and email addresses arelisted at the
back of thisinstruction manual.

GENERAL DESCRIPTION

The WaterAlarm Plusis designed to alert you by telephone if water is detected
by the water sensor. The product consists of two components connected
together by six feet (1.8m) of wire.

1) The Dialer — This component connects to your existing telephone lineto
make continuous phone calls every 15 minutes (or 2 hours) if water is detected.
When the WaterAlarm calls you, the person answering the call will hear a pre-
recorded water aarm message.

2) The Water Sensor — This component is what detects the water and sounds an
85 decibel alarm. The sensor can sit directly on the ground, or the sensor can be
detached and extended up to six feet from the audible alarm part with the
included sensor wire. Y ou can add additional wired water sensorsto cover
multiple locations within a home, cabin or business.

FEATURES

* Automatically dialsto one telephone number when water is detected by the
wired water sensor. The WaterAlarm can call any tel ephone number
including a cell phone, caling card number, or international number.

* Playsaprerecorded voice alarm message in English. The messageis* This
isyour water alarm. Water has been detected at your monitored location.
Please check conditions at your monitored location.” The WaterAlarm will
repeat the message for one minute, alowing it to be recorded on an
answering machine or voice mail if desired.

e Continuesto call your programmed tel ephone number until the alarm call
out is canceled by calling back to the WaterAlarm from any phonein the
world.

e Enter and change the “call-to” telephone number easily. Special memory
keeps the phone number stored forever even if the battery goes dead or is
removed.

e  Call-to telephone number can be up to 40 digits long including the “*” key
if required.

« Didlingindicator light

e Optionto add additiona wired sensors (part number WA-20)

e Operateson Touch Tone™ telephone lines only.

e« FCC Approved
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INSTALLATION & PROGRAMMING
IMPORTANT!

*  Read the warranty information on page 13 and the FCC statement on
page 12 before using this product.

*  The performance of local and long distance telephone lines vary from
location to location and may affect operation of the Water Alarm.
Therefore, it isimportant that the WaterAlarm be fully tested after
installation to confirm telephone compatibility. Please seethe Testing
your Water Alarm on page 6 for further ingtructions.

e Caution - To ensure proper operation, this equipment must be installed
according to the enclosed installation instructions. To verify that the
equipment is operating properly and can successfully report an alarm,
this equipment must be tested immediately after ingallation, and
periodically thereafter, according to the enclosed test ingructions.

e Caution — This equipment cannot report an alarm when other
equipment (telephone, answering system, computer modem, etc.)
connected to the same phonelineisin use.

e Important — Do not program emergency phone numbers for the police,
fire or other emergency personnel or departments unless you have
specific approval from such agencies. Thismode of WaterAlarm does
not identify the location that is calling and therefore cannot provide an
audible notification of what address this phone call originated from.




A. What You Will Need:
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Two 9-volt alkaline batteries areincluded. The water sensor battery is
located inside the battery compartment of the water sensor. The other 9
volt battery should be included with the rest of the packaging.

Phillips screwdriver (not included)

A singlelinetelephone jack. This does not need to be a dedicated
phone jack; a phone can share the jack with the Water Alarm through
the use of atelephoneline splitter (not included). These are available
at most hardware, dectronics or discount stores. Y ou must have
Touch-Tone® telephone service for the WaterAlarm to properly
operate. The WaterAlarm will not work on pulse or rotary dialing
telephone systems.

B. Installation:

Switch Explanation:

Switch #1:  Factory set to OFF. Do not change the setting of this
switch.

Switch #2:  Pick Up Ring Count: Thisisthe number of rings at which
your WaterAlarm will answer so you can cancel thealarm call out.
The default setting isto answer after fiverings. If you have an
answering machine or voice mail, you want to be sure the answering
machine or voice mail answers on less rings than what you have this set
for. For moreinformation on this feature, see the section titled
Answering M achines’Voice Mail at M onitored L ocation under the
OPERATION section.

Switch #3:  Call out Frequency: Your WaterAlarm can call your
programmed telephone number every 15 minutes or every 2 hours. The
default settingisto call out every 2 hours during an alarm.

Switch #4:  The Dialer has the capability of dialing out if the sensors
either close an alarm contact or open an aarm contact. For the
WaterAlarm, the included sensor isnormally open and will close when
water isdetected. Therefore, this switch must be left in the “ON”
position, or Normally Open position.

Replace the back cover. Be careful to ensure the cover goes on the
correct way as the telephone jack on the Dialer and the battery may not
sit correctly if replaced incorrectly.

Plug one end of the supplied telephone cord into the Dialer. Plug the
other end of the telephone cord into thewall jack of your singleline
telephone. CAUTION: The Diaer requires asingle line telephone, but
does not requirethislineto be dedicated for the Dialer use only. The
Dialer may not be compatible with some PBX or other multi-line
business telephone systems. Connecting the Dialer to a commercial
telephone system may cause internal damage to both systems. The
Dialer can share awall telephone jack with atelephone. A dual plug
adapter or “splitter” (not included), isrequired and is available at most
hardware or electronics stores. The adapter allows both the Dialer and
the telephone to share the same wall phonejack. If you need additional
length to a telephone jack, you can add up to 1,000’ (304m) of
additional telephone wire.

On the WaterAlarm component, remove the battery compartment cover
on the side of the darm and remove the battery and battery clip inside
the compartment. Snap the battery to the battery clip and put back into
the battery compartment and replace the battery compartment cover.

1. Onthe Diader component, remove the four screws from the back cover.
2. Ingall the 9-volt battery in the battery compartment by attaching the
battery clips.
3. With the cover still removed, locate the four little “dip” switches on the
circuit board.
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What the switches are used for:

Switch What it does OFF ON Default
# Position | Position Position
1 FACTORY USE ONLY - Do not NA NA OFF

change

2 Pick Up Ring Count. When you call 10rings 5rings ON for 5rings
your monitored location, should the
WaterAlarm pick up after 5 rings or
10 rings?

3 Call out frequency during an alarm. Every 15 Every 2 ON for every 2
How often should the WaterAlarm minutes hours hours
call the pre-programmed tel ephone
number?

4 Normally Open or Normally Closed Normally Normally ON for the
Alarm Input Position. The water Closed Open Normally
sensors connected to the Dialer Position Position Open Position
require the Normally Open position.
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C. Programming or Changing the*“Call-To" Telephone Number:
The Call-To telephone number isthe number you want your WaterAlarm to
call if water is detected in your remotely monitored location. Once you
program the phone number, it is stored indefinitely. It will not be lost even
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if you disconnect the battery and the phoneline. The maximum number of
digitsin the telephone number is40. Eligible digitsinclude any of the
number keys and the“star” (*) key. All digitsand the star (*) key are part
of the 40 digit total.

You will be using the (#), (*) and number keysin the

: L programming and testing of your WaterAlarm.

Poaired KEY 5o Ky

Before programming, make sure your phonelineis
connected to the WaterAlarm and the other end is plugged into your
telephone wall jack.

1. Pressand hold the pound (#) key on the keypad.

2. While CONTINUING TO HOLD the (#) key, use the keypad to enter
the telephone number of the location you want the WaterAlarm to call.
Remember! Keep holding down the (#) key until the entire phone
number isentered! Enter the telephone number exactly asyou would
if you wereto did that location on thetelephone. In other words, enter
a“1” and/or the areacodeif required. Releasethe (#) key after
entering al the digits of the “call-to” telephone number.

3. Userscan enter afive second pause in the phone number by pressing
the“star” (*) key twice. Thiswill count astwo digits of the total phone
number. For every two star keys entered, there will be a five second
pause. If three star keys are entered in succession, the first two will be
noted as the 5 second pause and the third star key will be the actual (*)
key played as part of the phone number. If four star (*) keys are
entered, the WaterAlarm would pause the dialing sequence for 10
seconds.

4. Don't forget to enter a“1” or your area codeif required. Areacodes
change regularly so make sure you remember to change your “call to”
telephone number if your area code has changed.

5. To change the programmed phone number, smply re-program a
number using the steps above. 1t will overwrite the previous number
programmed.

IMPORTANT TIPSON ENTERING CALL-TO PHONE NUMBER

* LONG DISTANCE: Make sure you enter the phone number exactly
like you would if you were to pick up the phone and call that person. Use
a“1” and/or the proper areacodeif required.

* AREA CODES: Don't forget to change your “call-to” tel ephone number
if the area code changes. Y our WaterAlarm will continue to call-out to
an incorrect phone number and you may incur a great deal of long
distance charges if you do not change area codes appropriately.

* DIALING “9": Some phone systems requirethat you dial a“9" before
therest of the telephone number in order to get an outside line. Smply
include the®9” at the beginning of the phone number. Y ou may need to
add a pause after the “9” so the WaterAlarm can wait for adial tone.
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» Do not program phone numbers of emergency fire, police or ambulance
services into the WaterAlarm. Thereisno audible natification of the
location that is calling so the agency will not be able to identify the
address of the problem.

* TEST YOUR WATERALARM: lItiscritical that you test your “call-
to” number asindicated in the section, “ Testing your WaterAlarm” on

page 6.

Positioning the Water Sensor:

The Water Sensor can be placed directly on the floor or the sensor can be
detached from the Water Alarm component viathe 6 wire and placed in a
sump hole or in another location. Hardware that is incuded with the
WaterAlarm allows the sensor to be mounted on a wall if desired so the
alarm can be more easily heard and then placing the water sensor in the
desired location. If alonger length isrequired, you can splice in additional
two conductor wire (28 AWG or larger) upto 1,000 (304m) from the alarm
portion of the sensor.

E. Extendingthe Wiresof the Components:

The diagram to the left
(304m) using sanard eaphone cable, shows how long each
wire can be extended. If
going through walls or
near eectrical appliances
or  conduit, it is
The wire between the dialer r&omme’]ded you use

and the water sensor may

P shielded wire. In some
condudtor wire. cases, the WaterAlarm
may not work properly or

1 you may receive false
aarms at any length of

exended up o 1000 eet wire extension. In such
=1 oy woconduciorwie.  Situations,  look  for
alternate wire routes or

shorten the length of wire

until the WaterAlarm works properly. To extend the telephone wire,
purchase telephone wire and telephone wire couplers to make get the

desired length.

TESTING YOURWATERALARM
There are two tests you can perform to ensure your WaterAlarm is operating
properly. It isimportant that a person be at the “call-to” location to receive the

test call from the WaterAlarm. Both tests assume the WaterAlarm has batteries

installed, the phonelineis connected and a“call-to” phone number has been
programmed per the ingructions.



A. Testingif the phone number was programmed correctly. Pressthe star

(*) key once until you seethered indicator light up and then release the star
key. The WaterAlarm will call this number and play our pre-recoded water
alarm message for 1 minute to either the person or answering machine at the
call-to location and then hang up. Y ou do not need to cancel the alarm call
out for thistest procedure asthis function should only call the programmed
number once and then compl ete the test.

Testing Alarm Call-Out if Water 1s Detected. Moisten a paper towd and
place it over both of the small metal pads on the water sensor until you hear
the audible alarm go off. If the audible alarm fails to sound, your battery
may be old or dead, the paper towel may not be moist enough or the water
sensor may be damaged.

If you do hear the audible alarm, within 10 seconds, thered light on the
Dialer should light up indicating it is making a phone call. When you test
the WaterAlarm in this fashion, you do need to call back to the monitored
location and cancel the alarm call-out via the procedure outlined in the
Operation section below.

If either test fails. If either test fails, try reprogramming the phone number
and repeat the test(s). Check to see the wire between the water sensor and
the dialer is not damaged or disconnected. If it continuesto not operate
properly, refer to the Troubleshooting section on page 9.

OPERATION
A. Duringan Alarm:

If water is detected by the sensor at the monitored |ocation, the water sensor
will sound an audible alarm and your WaterAlarm will begin to call out to
the telephone number you programmed and play the WaterAlarm’s pre-
programmed alarm message. The WaterAlarm will call your programmed
phone number every 15 minutes or every 2 hours, depending upon the
position of switch #3 (see Installation in Step A). The WaterAlarm will
continueto call until the alarm call out is canceled.

The message the receiving party will hear is: “Thisisyour water alarm.
Water has been detected at your monitored location. Please check
conditions at your monitored location.”

B. Canceling the Alarm Call out:

1. After you havereceived an alarm call, cal the monitored location
where the WaterAlarm islocated and | et the phonering 5 or 10 times
(the number of ringsis determined by the position of switch #2 for the
“Call-In Ring Count”). After 5 or 10 rings, the WaterAlarm will
automatically answer and begin playing the pre-recorded water alarm
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message that you heard when it called you with an alarm. By simply
calling your WaterAlarm and listening to the alarm message, you have
successfully canceled the alarm call out. Y ou will not receive any more
callsfor this particular water alarm emergency. If water continues to
be detected by the water sensor, the WaterAlarm unit will remain in
“alarm” mode, but it will not continueto call if the alarm call-out has
been canceled.

2. If thewater around the sensor recedes and the sensor no longer detects
water, the Dialer will continue to call you to let you know there was a
water problem recently.

C. Resetting Your Water Alarm:

The WaterAlarm automatically resets to normal monitoring mode as soon
as the water hasreceded away from the sensor (or sensor is pulled out of the
water) and the alarm call-out has been canceled.

Note: Itispossiblefor ANYONE to accidentally cancel the alarm call-out
simply by calling your monitored |location while the WaterAlarm isin an
alarm condition. To help avoid this, you should either set the incoming ring
count selection to 10 rings (see Installation section) or have an answering
machine or voice mail take incoming calls first making it difficult for any
person to accidentally cancel the darm call-out.

Checking Alarm Conditions at the M onitored L ocation:

The WaterAlarm provides a Smple method of determining if awater
emergency exists at your monitored location. If the WaterAlarm has
detected water and isin alarm mode, and you have cancelled the alarm call-
out, you can call your FreezeAlarm and after 8 rings, the WaterAlarm will
answer and play the darm message. If you call and the WaterAlarm does
not answer after 8 rings, this means the water has receded and the
WaterAlarm hasreset. Thisonly worksif the alarm call-out was cancelled
prior to this call.

Answering M achines'Voice Mail at Monitored L ocation:

If you have an answering machine or voice mail at the monitored location
where your WaterAlarm islocated, thereis an easy way for you to still
utilize your answering machine or voice mail and access the WaterAlarm
during an alarm condition to cancel the alarm call out.

The WaterAlarm has a built-in feature whereas the unit can count incoming
rings over multiple callsto the WaterAlarm. Thisalows most incoming
callsto go to the usar’ s answering machine or voice mail service prior to the
WaterAlarm answering. All callsto the unit must be made withina 3
minute time period that starts from the moment the WaterAlarm hearsthe
firstring.



How This Works (an example):

1. Your WaterAlarm was set up in the Ingtallation Section to answer on
either five (5) or ten (10) rings. You need to set up your answering
machine or voice mail to answer on anumber of rings less than what
your WaterAlarm is set to answer at. For example, if your WaterAlarm
IS set to answer on 5rings, set your answering system to answer on four
rings or less.

2. When your monitored location receives an incoming call, it will go to
the answering system first because that is set to answer on four or less
rings while your WaterAlarm is set to answer on five rings.

3. If youwish to call your WaterAlarm to either check the alarm condition
or to cancedl thedarm call out, you will need to place two callsto your
monitored |ocation.

a.  Onthefirst call, let the phone ring two or three times and then
hang up before your answering system answers. The
WaterAlarm will remember those first two or threeringsin
memory for the next three minutes.

b. Onyour second call, let the phone ring another two or three
times. Your WaterAlarm will answer first because it
remembered the first two or three rings and with the second
set of rings, it accumulated atota of five rings and now
answers before your answering machine or voice mail. If you
have your WaterAlarm set to answer on ten rings, you may
need to place more calls to get the WaterAlarm to eventually
answer.

4. Notethat with every call to your monitored location, the three minute
timer resets. Thismeansthat if your monitored location receives a
number of callsin quick succession, it is possible for any person to
accidentally cancel thealarm call out. If you know your location will
receive a large number of callsregularly, you may wish to set your
incoming ring count on your WaterAlarm to 10 rings.

F. Answering Machines& Voice Mail at the Call-To L ocation:
If you have an answering machine or voice mail message system at the call-
to location, the arm message can be recorded by such systems. Thiswill
not cancel the alarm call-out and the WaterAlarm will continue to |eave
messages until the alarm call-out is canceled. Some answering machines
and voice mail systems, however, are not compatible with our alarm
message and for some reason do not allow the message to be recorded.

TROUBLESHOOTING

1. Your Water Alarm does not call out during a test call out or during an
alarm call-out.
Check to make sure the battery isinstalled properly or if the battery is low
on power. Check if phone serviceisworking properly. Check phone cord
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connections. Re-program making sure the telephone cord is connected to
thewall-jack. Also, note if you programmed the correct phone number
using the appropriate area codes or “1” for long distance. If you are using a
phone calling card, check to see that the calling sequence includes pauses as
may be required. Check to see that the switches are properly set on
WaterAlarm. Make sure you are using the WaterAlarm on only asingle
phoneline. The WaterAlarm may not operate on a PBX or digital phone
line or phone system. Y ou can verify this by plugging a sandard, single
line telephone into the wall jack and picking up the handset. If you get a
dial tone, your WaterAlarm should work aswell. 1f you don’'t get adial
tone, your WaterAlarm may not work on that telephone jack or there may
be a problem with your phone service.

Cannot cancel the alarm call out.

Verify you have dialed the correct number of the monitored location. There
could also be trouble with the phone service in the areathat isnot allowing
your phone call to go through to the monitored location. Check with your
phone company if you suspect this problem.

Recelving False Alarms

The WaterAlarm’ s water sensor requires that water must make contact
across thetwo little metal pads on the bottom of the sensor. It ispossible a
damp floor during periods of high humidity could cause the sensor to false
alarm. If thisisnot the case, then check the wire to the sensor. If itisworn
in any place that could cause it to short, thiswould aso cause afalse alarm.
The audible alarm would a so go off aswell if thiswere the case. Thethird
problem could be in the wire between the Dialer and the Water Sensor. If
this wire has become worn or shorted out, the Dialer would see that asa
“closed” alarm condition and begin to call out, even though no water is
present. Check thiswire or replace if you suspect thisisthe cause of the
problem.

The alarm call-out has been canceled, but the Water Alarm continues to
call.

It is possible the water temporarily receded causing the water alarm to reset,
but then water returned and the unit went back into alarm mode and began
to call again.

If I unplug the WaterAlarm or take out the battery, will | have to re-enter

the “call-to” telephone number?
Once your WaterAlarmis programmed, the “ call-to” number will be
retained in memory indefinitely whether the Water Alarmis plugged in
or not or if the battery goes dead or istaken out. You can always
program a new “ call-to” telephone number at any time.

Do | need a dedicated telephone line for my WaterAlarm?
No. The Water Alarm uses any existing single line telephoneline. In
some cases, if you have two phone lines coming into a home, the
Water Alarm may work on any of those telephone jacks aswell. The
Water Alarm can also share a telephone line with a telephone, modem
or fax machine, provided you purchase a dual plug adapter or aline
splitter. Those are available at most stores or directly from Control
Products.

Can | change the alarm message that is played during a water alarm?
No. The alarm messageis pre-recorded at our factory and cannot be
changed.

Will the Water Alarm work on multi-line business phone systems, PBX

systems or digital telephone systems?
No. The WaterAlarmisdesgned to work only with a single telephone
line, found in most residential homes. Sharing a phone linewith a
telephone, fax machine, or computer modem is acceptable aslong as
they are sharing a single telephone line. Some PBX systems simply
requirea“9” to be dialed before calling the regular call-to number.
The WaterAlarm should be able to dial the“ 9" and the regt of the
number. You may need to enter a pause after the 9 to wait for the dial
tone before the rest of the number isdialed by the Dialer.

CONTACTING US—SALES& TECHNICAL SUPPORT:

For Sales or Technical Support, contact Customer Service:

Protected Home, a Division of Control Products, Inc.
1724 Lake Drive West

Chanhassen, MN 55317

952-448-2217

Fax 952-361-9420

customerserevice@control productsinc.com
www.protectedhome.com

When calling or writing for customer support or service, it isa good ideato have the following

information readily available. Please write this information down in the space provided below for

COMMONLY ASKED QUESTIONS futurereference.
1. TheWaterAlarm isnot caling the correct “call-to” location. Why? M odel Number Infor mation:

This may be due to entering an incorrect “ call to” telephone number or
a dead battery. Check or replace the battery and double check the
“call to” telephone number. Did you enter a* 1" beforealong
distance phone number? Check to seeif your area code has changed
and re-programthe “ call to” number with the correct area code.
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The actual model number of your unit can be found on the back of the WaterAlarm.
WA-5000
Additional Sensors: WA-20

DATE CODE/M O# from the back of your WaterAlarm:

Wher e unit was pur chased Date of purchase:
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Custom Design and Modifications:

Since 1985, Control Products, I nc. has been designing and manufacturing unique, exciting and
technol ogically advanced e ectronic control circuits for both commercial and consumer use. We can
modify one of our many standard products or our in-house engineering staff and state-of-the-art
manufacturing can build a project from the ground up.

Please contact our customer service department to arrange a personal visit from one of our
representatives, posted in facilities through the United States, or visit our website at
www.control productsi nc.com.

SPECIFICATIONS
Power Requirements. Two 9-volt alkaline or lithium batteries
MAKE SURE YOU REPLACE BATTERIES ANNUALLY OR REMOVE WHEN THE
UNIT ISNOT IN USE!
Operating Ambient Temper ature Range: 20° to 140°F (-7° to 60°C)
Humidity: 90% non-condensing
REN (Ring Equivalence Number): 0.1B
FCC Statement:
This equipment complies with Part 68 of the FCC rules and the requirements adopted by
the ACTA. Ontheback of your WaterAlarm isalabel that contains, among other
information the FCC regi stration number for this product. 1f requested, this number must
be provided to the tel ephone company.

A plug and jack used to connect this equipment to the premises wiring and tel ephone
network must comply with the applicable FCC Part 68 rules and requirements adopted by
the ACTA. A compliant telephone cord and modular plug is provided with this product.
It isdesigned to be connected to a compatible modular jack that isalso compliant. See
ingtallation instructions for details.

The REN is used to determine the number of devices that may be connected to a
telephoneline. Excessive REN's on a telephoneline may result in the devices not
ringing in response to anincoming call. In most but not all areas, the sum of REN’s
should not exceed five (5.0). To be certain of the number of devicesthat may be
connected to aline, as determined by the total REN’ s, contact your local tel ephone
company. The REN for this product is shown above and isalso identified as part of the
FCC product identifier shown on the label on the back of your WaterAlarm. The REN
for other devices will beidentified on alabel on the product in the FCC product identifier
or listed separately. If thereisa product identifier number, it will bein aformat as

US AAAEQHHTXXXX. The##isthe REN number shown without a decimal point (e.g.,
03 isaREN of 0.3).

If thisWaterAlarm causes harm to the telephone network, the tel ephone company will
notify you in advance that temporary discontinuance of service may berequired. Butif
advance notice isn’t practical, the telephone company will notify the customer as soon as
possible. Also, you will be advised of your right to filea complaint with the FCC if you
believeit is necessary.

The tel ephone company may make changes in its facilities, equipment, operations or
procedures that could affect the operation of the equi pment. If this happens, the telephone
company will provide advance noticein order for you to make necessary modificationsto
maintain uninterrupted service.

If trouble is experienced with your WaterAlarm, for repair or warranty information,
please contact Control Products at 952-448-2217. Other contact numbers and information
can be found at the end of thisinstruction manual. If the equipment is causing harm to
the telephone network, the tel ephone company may request that you disconnect the
equipment until the problem is resolved.
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If your home has specially wired alarm equipment connected to the telephone line ensure
theingallation of your WaterAlarm does not disable your alarm equipment. If you have
questions about what will disable alarm equi pment, consult your telephone company or a
qualified ingtaller.

WARRANTY

Warrantor: Dealer, Digtributor, Retailer, Manufacturer

Warranty and Remedy:

We believe the WaterAlarm is a superior product. Although we take extreme pridein producing and
testing a product that will function properly, we cannot guarantee that there will never be a defective
unit or that aunit will function on all the thousands of phone lines and communication equipment in
exigence. For thisreason, it must be clear that the Warrantors are not insuring your premises or
guaranteeing that there will not be damage to your person or property if you use this Product. If you
are not comfortable with our Limited Warranty, or completely satisfied with the Product, we
encourage you to return the unused Product for a full refund within 30 days of purchase. Thank you
for your understanding.

OneY ear Limited Warranty - Control Products, Inc. warrantsits product to be free from defectsin
material and workmanship under normal use for one year, and is not responsible for consequential
damages or ingtallation costs of any nature. In the event that the Product does not conform to this
Warranty at any time during the period of one year from original purchase date, Warrantor will
repair the defect and returnit to you at no charge. IMPORTANT: The Warranty islimited to
replacement of the Product ONLY. Secondly, because every phone line differs, we strongly
encourage you to fully test this Product in itsactual application. This should includea full test,
involving the Product actually dialing to its designated | ocations and someone verifying the proper

response.

This Warranty shall terminate and be of no further effect at the time the Products is 1) damaged by
extraneous causes such as fire, water, power surge or spike, lightening, etc., or not maintained as
reasonable and necessary; 2) modified; 3) improperly ingtalled; 4) repaired by someone other than
the Warrantor; 5) used in a manner or purpose for which the Product was not intended.

WARRANTORS OBLIGATION UNDER THISWARRANTY ISLIMITED TO REPAIR OR
REPLACEMENT OF THE PRODUCT ONLY. THISWARRANTY DOESNOT COVER
PAYMENT OR PROVIDE FOR THE REIMBURSEMENT OF PAYMENT FOR INCIDENTAL
OR CONSEQUENTIAL DAMAGES.

It must be clear that the Warrantors are not insuring your premises or guaranteeing that there will not
be damage to your person or property isyou use this Product. The Warrantors shall not be liable
under any circumstances for damage to your person or property or some other person or that

person’ s property by reason of the sale or use of this Product, or itsfailure to operate in the manner
inwhichitisdesgned. The Warrantors liability, if any, shall be limited to the original cost of the
Product only. Use of this product is at your own risk.

Proceduresfor Obtaining Performance for Warranty:

In the event that the Product does not conform to this Warranty, the Product should be shipped or
delivered freight prepaid to Warrantor with evidence of original purchase. If in any way you're not
comfortable with this product or its Limited Warranty, we encourage you to return it, unused within
30 days of original purchase date with evidence of the purchase date.

Toreturn aproduct to Control Products, Inc.:

All products being returned to Control Products, Inc. must have a valid Returned Goods
Authorization Number (RGA #) from Control Products, Inc., regardless of why the product is being
returned. Warranty returnswill be honored only with a RGA #. Ship warranty return products
prepaid to Control Products, Inc., 1724 Lake Drive West, Chanhassen, MN 55317. Control
Products, Inc. will, at its option, either repair or replace the product free of charge and return the
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repaired unit or replacement unit at the lower cost shipping prepaid. Products returned for credit are
subject to a 25% restocking charge. Returns resulting from errors by the seller are not subject to this
charge. All returns must include evidence of original purchase, showing purchase date. The RGA #
should be clearly marked on the outside of the package containing the product.

Torequest an RGA #, call Control Products, Inc. at 952-448-2217 and ask for Customer Service.
Failure to have an RGA # may result in lost product or significant delaysin handling your return.
Products without an RGA # clearly marked on the outside of the package are not the responsibility
of Control Products, Inc.
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